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P R E C A S T  I N S P E C T I O N  C H A M B E R S

Tracey Concrete manufacture precast house inspection chambers to suit building regulations Part H and the 
Irish Water code of practice. These chambers are designed to Irish Water specifications  therefore meaning a 
quick sign-off period. As a precast concrete chamber, they save time as they can be installed fast compared to 
traditional shuttering. 

• Manufactured to suit 100mm PVC pipe. 

• 3No RD20 Lifters required for lifting

• Weight: 780kg

• Covers and frames shall be suitable for road 
and traffic conditions 	

• Minimum 150mm pipe granular bedding 
material being 5-20 graded, 14, 20, 40mm single 
size suitably compacted to provide a level base. 

Precast  inspection chamber
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P R E C A S T  I N S P E C T I O N  C H A M B E R  R I S E R S
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Tracey Concrete manufacture precast house inspection chamber risers in depths of 150mm & 300mm. Designed 
with a tongue and groove joint (detail below) they can be installed quickly onsite to get to cover level. 

Complete inspection chamber

Tongue & groove joint detail

• 3No RD20 Lifters required for lifting

• Weight: 150mm riser 100kg

• 3No RD20 Lifters required for lifting

• Weight: 300mm riser 190kg

•  For jointing the chambers and risers we 	
    recommend hyperseal 25-lm-s
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Sluice Valve Chambers are 
a precast concrete chamber 
which are used to protect and 
house valves and hydrants. 
They can be installed faster, 
safer and more efficient than 
casting insitu onsite.

Fire Hydrant Chambers consist 
of a precast concrete chambers 
are used to protect and house 
valves and hydrants. They can 
be installed faster, safer and 
more efficient than casting 
insitu onsite. 

Sluice valve chamber 
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Air Valve Chambers are  a 
precast concrete sealed sump 
manhole. Made with factory-
fitted saddles to house the 
pump and are used in the 
management of water, oils and 
chemicals.

Lifting equipment: 
3 x RD24 Lifters

Approx Weight: 
515kg

Mechanical Resistance: 
Strength Class C35/40	

Lifting equipment: 
3 x RD24 Lifters

Approx Weight: 
426kg

Mechanical Resistance: 
Strength Class C35/40	

Lifting equipment: 
3 x RD24 Lifters

Approx Weight: 
426kg

Mechanical Resistance: 
Strength Class C35/40	

Air Valve  Chamber
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J U N C T I O N  B O X E S

A I R  V A L V E  C H A M B E R S

S L U I C E  V A L V E  C H A M B E R S

F I R E  H Y D R A N T  C H A M B E R S

Fire Hydrant Chamber

Tracey Concrete manufacture the full range of junction boxes and communication chambers. To see our full 
range & brochure visit our website www.traceyconcrete.com

The JB4 Chamber sets the 
standard for reinforced 
concrete inspection chambers 
and junction boxes. With 
a focus on durability and 
functionality, this high-quality 
solution is designed to meet 
your specific requirements

Lifting equipment: 
3 x RD24 Lifters

Approx Weight: 
800kg

Mechanical Resistance: 
Strength Class C35/40	

JB36 is a key and versatile 
box used to organise and 
protect electrical wires in many 
building and infrastructure 
projects. JB36 is designed for 
easy installation and requires 
minimal upkeep

The ESB Mini Pillar Box is 
constructed from durable 
precast concrete. The pillar 
box’s space-saving design 
makes it ideal for locations 
with limited space yet requiring 
dependable electrical 
distribution.

 

Lifting equipment: 
2 x RD24 Lifters

Approx Weight: 
1042kg

Mechanical Resistance: 
Strength Class C35/40	

Lifting equipment: 
3 x RD24 Lifters

Approx Weight: 
760kg

Mechanical Resistance: 
Strength Class C35/40	

J B 3 6

M I N I  P I L L A R  B O X

J B 4

Mini Pillar Box

JB36

J U N C T I O N  B O X E S
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The 1200 x 1200 Irish Water Bulk Meter 
Chamber is a heavy-duty precast concrete 
unit with 250mm thick walls, designed to 
securely house bulk water meters. 
It incorporates a 100mm formed sump to aid 
drainage and simplify maintenance, with the 
option to install steps for safe and convenient 
access. Manufactured in line with Irish Water 
standards, the chamber provides a durable, 
reliable, and low-maintenance solution 
for metering across both urban and rural 
networks.

This precast concrete slab is designed to for 
1200mm bulk meter chambers. Manufactured 
in reinforced concrete, it ensures a stable 
seating for access covers and frames while 
distributing loads evenly to the chamber walls. 

The offset opening provides secure 
access for metering equipment, and the 
unit is designed in line with Irish Water 
requirements. Offering durability, ease of 
installation, and long-term performance, 
it provides a dependable solution for 
bulk metering applications across all site 
conditions.

Designed for larger-scale installations, 
the 1500 x 1500 Bulk Meter Chamber 
is manufactured from precast concrete 
with 200mm reinforced walls to provide 
exceptional durability and strength. The unit 
includes a 100mm sump detail to control 
water build-up and allow easier servicing 
of metering equipment. Step fittings can be 
incorporated to improve accessibility for 
maintenance crews. Built in accordance 
with Irish Water requirements, the 1500 
x 1500 chamber delivers a practical and 
dependable solution. 
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B U L K  M E T E R  C H A M B E R S  1 2 0 0  X  1 2 0 0

Approx Weight 5850kg

Wall Thickness 250mm

Lifting Equipment 4 x RD36

Product Code BUMC1212

External 
Dimensions 1700 x 1700mm

Opening 750 x 750mm

Approx Weight 1250kg

Depth 225mm

Lifting Equipment 3 x RD36

Product Code BUMC1212

External 
Dimensions 1900 x 1900mm

Opening 750 sq or 900sq

Approx Weight 1750kg

Depth 225mm

Lifting Equipment 3 x 2.5 Loops

Product Code BUMC1515

Approx Weight 5850kg

Wall Thickness 200mm

Lifting Equipment 4 x 5t lift anchors

Product Code BUMC15115
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Tracey Concrete Limited
Old Rossorry, Sligo Road

Enniskillen, Co. Fermanagh
BT74 7LF

Belcoo Quarry
Greenahoe Road, Belcoo

Co. Fermanagh
BT93 5HD

TELEPHONE
028 (NI) / 048 (ROI) 6632 6437

EMAIL
headoffice@traceyconcrete.com
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Only use blue and/or white.

For more details check out our
Brand Guidelines.

Disclaimer: The information, specifications, and illustrations 
contained in this brochure are subject to change at any time 
without notice and do not constitute a commitment or guarantee 
on the part of the manufacturer. While every effort is made to 
ensure accuracy, the manufacturer assumes no responsibility for 
errors or omissions. Actual products may vary from those shown.


